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About Us:

Perfectisaname synonymous with power. Perfect Group startedits operationin
1992, founded by Ahuja Family in Ghaziabad with a small business and now
working as one of the biggest OEMs of Mahindra & Mahindra Ltd. across India.
Perfect Group has achieved tremendous growth in the previous 10 years in the
industry and it will continue to do so. With more than 30,000 happy and
satisfied customers, Perfect Group is committed towards investing in
technology, automation & servicesto deliverthebest toits customers.

Our Goals:

Reliability First : Perfect Hertz aims to provide distribution transformer that
you can rely on, ensuring the stability and safety of your electrical systems.

Precision Voltage Control : Our goal is to deliver products that excel in
precisionvoltage control, meeting the highest industry standards.

Innovation Leadership : Striving to be at the forefront of innovation in voltage
control technology, Perfect Hertz is committed to developing cutting-edge
solutions for evolvingindustry needs.

Environmental Responsibility : We are dedicated to incorporating eco-friendly
features in our products, promoting energy efficiency, and contributing to a
greener, sustainable future.




S.No. | Rating

| Perfect

HERTZ

Overall Dimensions(mm)

Oil

Total wt.

KVA Lenth | Breadth| Height | Ltrs.(Arx.)| Kg.(Arx.)

1 25 530 620 1030 65 205

2 63 700 720 950 85 355

3 100 1320 850 1660 190 700

4 160 1320 1180 1660 215 865

5 200 1320 1290 1660 220 950

6 250 1320 1840 1660 245 1065
7 315 1800 1175 1770 310 1240
8 400 1800 1375 1770 360 1470
9 500 1800 1775 1770 380 1620
10 630 2055 1670 1975 420 1980
11 750 2055 1970 1975 460 2260
12 1000 2055 2270 1975 590 2910
13 1250 2100 2300 2300 665 3415
14 1600 3070 2350 2435 870 4230
15 2000 3100 2550 2435 920 5130
16 2500 3180 2600 2600 1100 5900
17 3000 3300 2800 2800 1650 7200

MAXIMUM TOTAL LOSSES UPTO 11 KVA CLASS, 3 PHASE TRANSFORMER

(AS PER : 1180’/ PART-1:2022) (UPTO 25 KVA TO 5000 KVA)

Primary Secondary Energy Efficiency Energy Efficiency Energy Efficiency
Amps Amps Level -1 Level - 2 Level -3
50% Load | 100% Load| 50% Load | 100% Load| 50% Load | 100% Load
1 25 1.312 Amps 33.37 Amps 190 635 175 595 158 541
2 63 3.306 Amps 8.4111 Amps 340 1140 300 1050 270 956
3 100 5.24 Amps 133.5 Amps 475 1650 435 1500 392 1365
4 160 8.39 Amps 213.6 Amps 670 1950 570 1700 513 1547
5 200 10.49 Amps 267 Amps 780 2300 670 2100 603 1911
6 250 13.12 Amps 333.7 Amps 980 2930 920 2700 864 2488
7 315 16.53 Amps 420.56 Amps 1025 3100 955 2750 890 2440
8 400 20.99 Amps 534 Amps 1225 3450 1150 3330 1080 3214
9 500 26.24 Amps 667.5 Amps 1510 4300 1430 4100 1354 3909
10 630 33.06 Amps 841.12 Amps 1860 5300 1745 4850 1637 4438
11 750 39.36 Amps 1001.3 Amps 2161 6078 2029 5547 - -
12 800 41.99 Amps 1068 Amps 2287 6403 2147 5838 2015 5323
13 1000 52.48 Amps 1335.1 Amps 2790 7700 2620 7000 2460 6364
14 1250 65.60 Amps 1668.8 Amps 3300 9200 3220 8400 3142 7670
15 1500 78.73 Amps 2002.6 Amps 3943 11057 3756 10471 - -
16 1600 83.98 Amps 2136.18 Amps 4200 11800 3970 11300 3753 10821
17 2000 | 104.97 Amps 2670.22 Amps 5050 15000 4790 14100 4543 13254
18 2150 112.84 Amps 2870.49 Amps 5380 16050 5123 15120 - -
19 2500 131.21 Amps 3337.78 Amps 6150 18500 5900 17500 5660 16554
20 3000 157.46 Amps | 4005.34 Amps 7400 22250 - - -




LIST OF ACCESSORIES

A Transformer has some fittings & accessories depend on its capacity for trouble free operation. A list of Standard as well
as Optional Fittings & Accessories as we offer with the Transformer:-

Oil Conservator with Qil Filling Hole and Drain Plug.
Rotary Type Off Circuit Tap Changer (OCTC) with
Locking Arrangement & Tap Indication.

Porcelain Type Bare Bushing for HV & for LV
Termination.

Name, Rating & Diagram Plate.

Explosion Vent with Diaphragm.

Thermometer Pockets.

Dial Type Qil Level Indicator.

Drain cum Bottom Filter Valve.

Skid Type Base Channels.

Cable Box for HV Side and for LV Side.
Uni-Directional Flat Wheels.

Bi-Directional Flat Wheels.

Double Floated Buchholz Relay with Alarm & Trip
Contacts.

Magnetic Qil Level Gauge with Alarm Contact.
Weather proof Marshalling Box with IP:55 Protections.
Pressure Relief Valve with Alarm Contact.

Neutral CT and Bushing CT.

CT for WTL.

Disconnecting Chamber with Cable Box.
Uni-Directional Flanged Wheels.

Industrial Exhaust Fans with Radiator for Force
Cooling.
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Prismatic Qil Level Gauge with Minimum, Normal &
Maximum Marking.

Fixed Type or Detachable Type Pressed Steels
Radiators for Natural Cooling.

Winding Temperature Indicator with Alarm & Trip
Contacts.

Lifting Lugs.

Monogram Plate.

Earthing Terminals.

Dehydrate Silica Gel Breather Assembly.

Top cum Sampling Valve.

Air Release Plug.

Oil Sample Valves.

Jacking Pads.

Top Cover Lifting Eyes.

Butterfly of Shut-Off Valves between the Radiators
and Main Tank.

First Filling of Fresh Mineral Qil as per 1S:335.

Oil Temperature Indicator with Alarm & Trip Contacts.
On Load Tap Changer (OLTC).

RTCC Panel for OLTC.

AVR for OLTC.

Oil Surge Relay with Alarm Contact for OLTC.
Bi-Directional Flanged Wheels.

Any additional or special accessories as per project’s
requirements.




	Page 1
	Page 2
	Page 3
	Page 4

